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 Petroleum Parts
Replacement Parts for “ F “ Cup- Type Tester and Complete Assemblies
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	Top & Bottom 
Connection*

	Total load capacity**

	Casing
	Cap pressure
	Part Number

	
	
	Size
	Weight
Range lb/ft
	Area,sq.in
	Complete assy.
	Cup**
	Mandrel
	Sub
	O-ring

	2 3/8” Int Flush
	270,000lb
	4 ½”
5”

5 ½”
	All
All
All
	9.5
12.4

16
	30594-01
30594-02
30594-03
	30591
30592
30593
	30589

	30590

	6227-25-01-80


	3 ½” Int Flush


	500,000 lb
	6 5/8”

7”

7 5/8”
	All

17 - 26

29 - 38

24 - 26.4

29.7 - 39
	18.6

23.5

20.4

28.8

27.5
	30605-01

30605-02

30605-03

30605-04

30605-05
	30597

30598-02

30598-01

30599-01

30599-02
	30595

	30596

	6227-37-01-80


	4 ½” Int Flush


	800,000 lb
	8 5/8”

9 5/8”

10 ¾”

13 3/8”

16”

20”
	24 - 36

40 - 49

32.3 - 40

43.5  -53.5

32.75 - 51

55.5 - 65.7

48 - 61

68 - 72

All

78.6 - 129-3
	32.5

29.4

44.1

42.4

63.8

58.9

109.5

103.3

165.0

300
	30600-03

30600-04

30600-01

30600-02

30600-05

30600-06

30600-07

30600-08

30600-09

30600-10
	30606-02

30606-01

30601-01

30601-02

30607-01

30607-02

30579-02

30579-01

30584

33543
	30603

	30604

	6227-47-01-80



* Threads per API Std. 7, box up, pin down. Testers with other thread sizes are available at extra cost. When other threads are used, a check should be made to see of total capacity of tester is reduced.

** Total load capacity equals cup pressure area times test pressure, plus weight of suspended pipe

*** Cups with special reinforcing can be provided for test pressure up to 15,000 psi.
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