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	Grease Gun Part Number  10516
 For efficient and controlled Plug Valve Lubrication. Handles the heaviest plug valve lubricant/ sealants. Builds pressure up to 10,000 lbs. plus. Strong, Durable Aluminum Barrel, Cast Steel Head & Collar. High Pressure Piston of Finest Lapped Steel. Positive Prime, Screw Type Plunger Assembly. Provides 20 or more Strokes without Re-Prime. Uses “K” Size Stick ( 1 ½” Dia x 12” long). Giant Buttonhead Coupler with Pressure Release. Hose Assembly ( ¼” I.D. x 12” long H.P. Grease Hose with Built-in Swivels or Available with ½” – 27 THD Straight Swivel on one end, 5,000 PSI WP – Standard.)
Z-Swivel Part Number 10557  ( ¼” NPT x ½” – 27 THD, ¼” – NPT High Pressure “TEE” and 15,000 PSI Gauge with Protector for more efficient lubrication of Plug Valves.

	
	

	
	Grease Gun Part Number  10516-C
 For efficient and controlled Plug Valve Lubrication. Handles the heaviest plug valve lubricant/ sealants. Builds pressure up to 10,000 lbs. plus. Strong, Durable Aluminum Barrel, Cast Steel Head & Collar. High Pressure Piston of Finest Lapped Steel. Positive Prime, Screw Type Plunger Assembly. Provides 20 or more Strokes without Re-Prime. Uses Standard 14 ½” oz. grease gun cartridges. Giant Assembly ( ¼” I.D. x 12” long H.P. Grease Hose with built-in Swivels or Available with ½” – 27 THD. Straight Swivel on one end, 5,000 PSI WP – Standard)
Z-Swivel Part Number 10557  ( ¼” NPT x ½” – 27 THD, ¼” – NPT High Pressure “TEE” and 15,000 PSI Gauge with Protector for more efficient lubrication of Plug Valves.
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	Hydraulic Plug Valve Lubricating Gun Part Number 1699
This Specially designed high pressure handgun, light in weight( approx, 16 lbs.) is more rugged than most conventional type and meets the exacting demands of plug valve sealants. Because the grease gun is built for servicing plug valves, all parts are machined with minute accuracy. The polished hardened steel piston is perfectly fitted in the high pressure cylinder to provide absolute smoothness of operation. The 1699 gun is self-priming and can be used in any position. Because of its hydraulic principle, this gun powerful floating piston forces lubricants, sealants, liquids, packing etc. out of the gun regardless of viscosity.

	
	AIR/Hydraulic Sealant Gun Part Number 1700
For pumping all kinds of Valve Lubricants/ Sealants, Valve Stem Packing and Leak Sealing/ Thermal-Setting material to 10,000 psi max., with 100 psi, 10 cfm air.

Foot-operated trigger at pump. Same quality construction as the popular  Model 1699 Grease Gun.

Capacity: 11” Barrel Length – 16 cu. in. volume ( Standard ”J ” –Size Stick, 1-3/8” Dia. X 8-3/4” Long)

                20” Barrel Length – 32.5 cu.in. volume ( 2- Standard “J “ – Size Sticks)
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	ROKET 280 AIR Powered Hand Gun
For Valve Lubricants and Sealants. The sealed-in air motor has a 100 to 1 pumping ratio producing 10,000 psi sealant pressure at an air pressure to the motor of 100 psi. The gun operates on an air supply pressure ranging from 70 psi to 125 psi.. It weights approx. 17 lbs. when loaded with sealant. The gun uses size “K” stick Sealant ( 1-1/2” Dia. X 12” Long).The forward stroke of the air motor pumps the sealant and the backstroke acts as a booster compressor to supply the necessary pressure to the forced fed priming system. The gun exhaust is at the rear of the air motor away from the operator. Comes complete with shoulder sling, 15,000 psi Gauge w/ protector, ¼” I.D. x 12” Long H.P. Grease Hose ( 5,000 PSI W.P.- Standars) w/built in swivels or available with ½” -27 THD. Straight Swivel on one end and Giant Buttonhead Coupler w/plug.
Note: We Do Not recommend using valve stem packing or leak sealing material in the Roket 280.
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	Model 90 Series Pneumatic Lube Guns
Model 10-90                     for 5 Qt. Can ( 10 Lbs)
Model 40-90                     for 5 Gal. or 6 Gal. Can ( 35 Lbs – 50 Lbs)
Model 40-90 MT             for 5 Gal. or 6 Gal. Can ( 35 Lbs – 40 Lbs)
Model 120-90                   for 16 Gal. Drum ( 120 Lbs – 150 Lbs)

The Model 90 series is a 90:1 ratio pump with a totally sealed- in 3-3/4” air motor which will provide efficient operation at an air inlet pressure of 100 psi, producing 9,000 lbs, of grease pressure.

The Model 10 and 40 are furnished with 10: pneumatic tires.

All models are furnished with 10 feet of 3/8” I.D. (Std.) 16,000 lb. – burst High Pressure Grease Hose with 90 Dig. Swivel on one end and ¼” NPT built-in swivel on the other end, 0-15,000 psi Gauge w/protector, air shut-off valve and necessary Adaptors ready for use.

Note: Specify whether for use on Plug/Ball Valves or Wellhead Gate Valves

Plug/Ball Valves Setup includes a 319700 Shutoff Relief Valve and Giant Buttonhead Coupler.

Wellhead Gate Valve Setup includes a 319700 Shutoff Valve and a 1714 Lube Adapter ( 1” -14 THD WKM/API).

	
	Model 150 High Pressure Lubrication Grease Pump
75:1 Ratio and 140:1 Ratio 
Available for 16 Gallon ( 120 lb-150 lb. Drums) also available for 55 gallon ( 400 lb – 450 lb Drums)
The 75:1 pressure ratio pump with a sealed-in 4” air-motor is dependable and pumps lubricant at a high volume. With an air inlet pressure of 100 psi, this unit produces 7,500 lbs. of grease pressure.

The 140:1 pressure ratio pump with a sealed-in 6” air-motor produces 14,000 lbs of grease pressure with an air inlet pressure of 100 psi.

Both  Model 150 ( 75:1) and Model 150 ( 140:1) come with a drum cover and choce of a steel or rubber follow plate.
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	    High-Pressure Bucket Pump  Model   6713-4 ,  6713-10 ,  6713-30
   McEvoy Part Numbers. 512066-10 Capacity 10 lbs , 512066-30 Capacity-30 lbs.
  The major components of model 6713-4 bucket pump assembly consist of a:

  Hand-operated pumping mechanism with bleed valve, relief valve, and check valve assembly.

  30 pounds ( 13.6 kg.) capacity tank

  bolt-down cover with fill port/inspection cover
     The high-pressure pump is designed to deliver bulk fibrous and heavy-bodied lubricants. It can also distribute light-bodied           
   greases.

      Pump Delivery

   The pump develops 15,000 psi ( 1034 Bars) and delivers approximately 1 ounce ( 28.4 g) of product in 16-strokes.

     Accessories

   Follower Plate

   High-Pressure Gauge

   High-Pressure Hose Assembly

   Giant Button-Head Coupler

   Standard Button-Head Coupler

   Standard Coupler

   High-Pressure Straight Swivel

   High-Pressure Z-Swivel

	
	 Model  6713-5
This unit also available with the 90 Series grease pump ( Part Number SL 90-5).

Follow plate optional with both units.
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