
MIDCO   







 Petroleum Parts
Valve Lubricants and Sealants for McEvoy, Cameron, WKM, Plug Valve etc.
	McEvoy Gate Valve Sealing Compound Recommendation Chart

	Compound
	Regular Grade 196
	Winter Grade 196
	127
	183
	184
	195
	167S
	Basic Sealant Gun ***

	Temp Range  **
	30 to 250 F
	-50 to 250 F
	-70 to 70 F
	-80 to 150 F
	30 to 250 F
	-20 to 325 F
	50 to 650 F
	-----------------

	Principle Services
	Gaseous & liquid hydrocarbons w/ <2.5% Ethane, Water
	Gaseous & liquid hydrocarbons w/ <2.5% Ethane, Water
	Dray Gas, Water
	Gaseous & Liquid Hydrocarbons
	Gaseous & Liquid Hydrocarbons w/ or w/o High Ethane
	Gaseous & Liquid Hydrocarbons w/ or w/o High Ethane, Methanol CO2 Flow & Production
	Steam, Hot Oil Methanol, Oxidizing Atmospheres under 500F
	

	Unsuitable for
	Methanol Hydrocarbons w/>2.5% Ethane
	Methanol Hydrocarbons w/>2.5% Ethane
	Liquid Hydrocarbons
	Water , Methanol
	Methanol
	--------------------
	Light Liquid Hydrocarbons, Oxidizing Atmospheres over 500 F
	-----------------

	Specification
	099003
	----------------
	099005
	099006
	099004
	099007
	--------------------
	----------------

	Gun Packs
3 Lb. Box ( 6 Bags)
	533278
	----------------
	---------------
	532158
	532159
	580907
	--------------------
	400D Gun
559139

	Purchased
Per Pound
	562091
	----------------
	613016
	567897
	613023
	--------------------
	--------------------
	----------------

	One Gallon
Pail ( 8 Lbs )
	514276
	514280
	596262
	567899
	569307
	--------------------
	--------------------
	Tank Gun
512066

	Five Quart

Pail ( 10 Lbs )
	546794
	562172
	551045
	567898
	568165
	*

537472
	537564
	Hyper Gun
512067

	Three Gallon

Pail ( 24 Lbs )
	514277
	514281
	----------------
	-------------------
	-------------------
	--------------------
	--------------------
	Tank Gun
512067

	Five Gallon
Pail ( 40 Lbs )
	514278
	----------------
	----------------
	514282
	-------------------
	--------------------
	--------------------
	----------------

	55 Gallon

Drum ( 440 lbs)
	526744
	533734
	557032
	-------------------
	580657
	--------------------
	--------------------
	----------------

	8 OZ Plastic

Bags
	533774
	----------------
	----------------
	533733
	-------------------
	-------------------
	--------------------
	----------------

	16 OZ Lead

Tube
	514275
	514279
	---------------
	-------------------
	-------------------
	--------------------
	--------------------
	----------------

	13 Gallon

Drum
	-----------------
	----------------
	---------------
	614498
	-------------------
	--------------------
	--------------------
	----------------

	*      Ten Pound

**    The Temperature limits shown may vary due to difference in well effluent and pressure

***  This is basic Gun and fittings. Other Fittings and hoses are available.
	McEvoy Body Grease  P/N 102440


	Master Lubrication Sheet for Cameron Gate Valves

	Lubricant Name
	Service

Temperature
	Operation Properties
	Solvent
	Quantities ( By Part Number

Available on a Standard order Basis

	
	
	Standard Crude
	Low Temp to -75F
	Diesel
	High Temp RT
To + 650 F
	With H2S ( Sour

Crude or Gas)
	With Gas Well

Condensates
	
	( Per Pound )
	5 Lb Can
	25 Lb Pail
	120 Lb Drum
	400 lb Drum

	CI-14 or TF-41
	
	E
	P
	P
	P
	F
	F
	Mineral Spirits
	700149
	700667
	700668
	700669
	700670

	NS-14
	
	E
	E
	P
	P
	F
	F
	Mineral  Spirits
	700123
	700671
	700672
	700673
	700674

	SS-14 or TS-41
	
	E
	P
	E
	P
	G
	G
	Alcohol
	700150
	700675
	700676
	700677
	700678

	HT-14
	
	G
	F
	P
	E
	F
	F
	Mineral  Spirits
	700217
	700679
	700680
	700681
	700682

	E – Excellent  (Recommended),                          F- Fair ( Not Recommended).
	  Example for Order P/N 700668  for  25 Lbs of CI-14 or TF-41

	G- Good ( Recommended ) ,                                P- Poor ( Not Recommended ).
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